
MATERIALS

1.HOUSING:GLASS FILLED PA9T(BLACK) UL94V-0(ROHS)

2.CONTACT: PHOSPHOR BRONZE,50-100 MICROINCHES MIN. 
OVERALL DUCTILE NICKEL UNDERPLATE WITH SELECTED 30 
MICROINCHES GOLD AT MATING INTERFACE 

4.SHIELD:0.2mm THICKNESS WITH STAINLESS(SUS304)

5.JACK CAVITY CONFORMS TO FCC RULES AND REGULATIONS 
PART 68 SUBPART F

7.OPERATING TEMPERATURE:0°C TO +70°C.
  STORAGE TEMPERATURE:-40°C TO +85°C.

6.THE PART IS RECOMMENDDED FOR WAVE SOLDERING 
PROCESS PEAK SOLDERING TEMPERATURE IS 260+5/-0°C,
3-5SECS.

3.SOLDER TAIL TERMINAL:100U” TIN MIN,50U"MIN NICKEL 
   OVERALL.

RECOMMENDED P.C.B LAYOUT
TOP VIEW (COMPONENT SIDE)

Dimensions Tolerance:
All PCB LAYOUT
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Schematic
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PARAMETER SPECIFICATIONS

TURNS RATIO 1:1±2%

    OPEN CIRCUIT
 INDUCTANCE(OCL)

   RETURN LOSS(RL)
             (Z out=100 OHM)

-18dB MIN@1MHz-30MHz; -16dB MIN@30MHz-60MHz;  
-12dB MIN@60MHz-80MHz;-10dB MIN@80MHz-100MHz; 

INSERTION LOSS(IL)
-1.0dB MAX@1MHz-100MHz;

          CROSSTALK
 (ADJACENT CHANNELS)

COMMON MODE REJECTION 
RATIO(CMRR)

HI-POT 2250 VDC

OPERATING TEMPERATURE 0°C To +70°C

-30dB MIN@1MHz-100MHz; 

-30dB MIN@1MHz-100MHz; 

350uH MIN@100KHz/100mV With 8mA DC Bias For(CHANNEL1,2,3,4) 

-1.2dB MAX@100MHz-125MHz;
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